
Pakokaasuletku NR-CP
Särkymätön kumiletku

Letku on suunniteltu erityisen joustavaksi ja taipuisaksi. Letkussa on
erittäin pieni paineen lasku. Letkut kestävät kaikkia diesel- ja
polttoainepakokaasujen kemikaaleja sekä erittäin hyvin mekaanista
rasitusta.

• Tavallista raskaampaan ja voimakkaampaan käyttöön.
• Lämpötila-alue:

Jatkuva käyttö: +150 °C.
Lyhytaikainen käyttö: +170 °C.

• Flexible minimal bending radius

Tuotteen nimi Pakokaasuletku NR-CP
Letkutyyppi NR-CP
Teknisten tietojen selvitys
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Pakokaasuletku NR-CP

Kuva Halkaisija, letku (mm) Letkun pituus (m) Paino (kg) Malli

100 5 1,15 kg/m 20807962

100 10 1,15 kg/m 20808162

125 5 1,3 kg/m 20808362

150 10 1,50 kg/m 20808962

150 5 1,50 kg/m 20808762

75 2,5 0,83 kg/m 20820162

75 5 0,83 kg/m 20820262

100 2,5 1,15 kg/m 20820362

100 5 1,15 kg/m 20820462

100 7,5 1,15 kg/m 20820562

100 7,5 1,15 kg/m 20808062

100 10 1,15 kg/m 20820662

125 2,5 1,30 kg/m 20820762

125 5 1,30 kg/m 20820862

125 7,5 1,30 kg/m 20820962
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Pakokaasuletku NR-CP

Kuva Halkaisija, letku (mm) Letkun pituus (m) Paino (kg) Malli

125 10 1,30 kg/m 20821062

150 2,5 1,50 kg/m 20821162

150 5 1,50 kg/m 20821262

150 7,5 1,50 kg/m 20821362

150 10 1,50 kg/m 20821462

200 5 1,90 kg/m 20810762

200 10 1,90 kg/m 20823962

Letkutyyppi Erittely Lämpötila-alue, °C Letkun vapaan pään
letkuliittimet, jakeluletku

Letkun vapaan pään
letkuliitin, tuloliitäntäletku

Kelan letkuliitäntä,
jakeluletku

Kelan letkuliitäntä,
tuloliitäntäletku

NRCP

Polyesteriä, EPDM/PP
pinnoite. EPDM:llä

päällystetty polyesteri
spiraali. Maks.

taivutussäde 225 mm
(sisä)

-40 to +150 Deg. C
(Inttermittent +170 Deg.

C)
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Pakokaasuletku NR-CP

Lisävaruste Tuotenumero

Hose suspension, hard plastic Ø75 mm 20373615

Hose suspension, hard plastic Ø100 mm 20373607

Hose suspension, hard plastic Ø150 mm 20373609

Hose suspension, hard plastic Ø125 mm 20373608

Hose clip with rubber sleeve, pair Ø150 20331552

Hose clip with rubber sleeve, pair Ø75 20342489

Hose clip with rubber sleeve, pair Ø100 20342490

Hose clip with rubber sleeve, pair Ø125 20342712

Hose clip with rubber sleeve, pair Ø200 20373838

Quick coupler 100mm (2 pcs) 20374641

Connection kit 4" for quick coupler 20375048

Quick coupler, male, Ø100 incl. rubber sleeves and hose clip 20375049*

Quick coupler, male, Ø150 incl. rubber sleeves and hose clip 20376017

Y-pipe Ø100/100/100 20376647

Hose coupling 100 (4") 20947410

Hose coupling 125 (5") 20948710

Hose coupling 150 (6") 20948810

Hose coupling 200 (8") 20948910

Y adapter 3x4" Nrcp hose 20374276

Reduction 200mm-150mm 20374284

Quick coupling D=100 (4") male 20947710

Quick coupling D=100 (4") female 20948110
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*Use the key ring on the one end of the coupling to more easily connect and reconnect the two hose ends or to disconnect the two hose ends.

 

Pakokaasuletku NR-CP

Lisävaruste Tuotenumero

Quick coupling D=150 (6") female 20948310

Quick coupling D=150 (6") male 20947910

Connection set 3" 20373286

Connection set 4" 20373287

Connection set 5" 20373288

Connection set 6" 20373289

Connection set 8" 20373290

Bend 4". 20344591

Bend 5". 20344592

Bend 6". 20344593

Quick safety coupler incl. rubber sleeves and hose clips, Ø100 20374541*

Quick safety coupler incl. rubber sleeves and hose clips, Ø150 20374543*

Connector 6"-5". steel. 20344353

Connector 5"-4". steel. 20344354

Connector 4"-3". steel. 20342483

Hose suspension, adjustable rubber Ø100 - 150 mm 20374530

Junction pipe d=160 20371413
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Pakokaasuletku NR-CP

Y = Pressure drop Pa/m

X = Airflow m3/h

A= Ø75 mm (3”) on reel

B= Ø75 mm (3”) straight

D= Ø100 mm (4”) straight

C= Ø100 mm (4”) on reel

E=Ø125 mm (5”) on reel

F= Ø125 mm (5”) straight

G= Ø150 mm (6”) on reel

H= Ø150 mm (6”) straight
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